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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 0 330 0 0 0 0 0 372 0 0 0 0

Future Volume (vph) 0 330 0 0 0 0 0 372 0 0 0 0

Satd. Flow (prot) 0 1863 0 0 0 0 0 1863 0 0 0 0

Flt Permitted

Satd. Flow (perm) 0 1863 0 0 0 0 0 1863 0 0 0 0

Satd. Flow (RTOR)

Lane Group Flow (vph) 0 359 0 0 0 0 0 404 0 0 0 0

Turn Type NA NA

Protected Phases 4 2

Permitted Phases

Total Split (s) 83.0 97.0

Total Lost Time (s) 23.5 23.5

Act Effct Green (s) 59.5 73.5

Actuated g/C Ratio 0.33 0.41

v/c Ratio 0.58 0.53

Control Delay (s/veh) 54.6 43.4

Queue Delay 0.0 0.0

Total Delay (s/veh) 54.6 43.4

LOS D D

Approach Delay (s/veh) 54.6 43.4

Approach LOS D D

Queue Length 50th (ft) 354 360

Queue Length 95th (ft) 469 473

Internal Link Dist (ft) 366 642 1 1006

Turn Bay Length (ft)

Base Capacity (vph) 615 760

Starvation Cap Reductn 0 0

Spillback Cap Reductn 0 0

Storage Cap Reductn 0 0

Reduced v/c Ratio 0.58 0.53

Intersection Summary

Cycle Length: 180

Actuated Cycle Length: 180

Offset: 0 (0%), Referenced to phase 2:NBT and 6:, Start of Green

Control Type: Pretimed

Maximum v/c Ratio: 0.58

Intersection Signal Delay (s/veh): 48.7 Intersection LOS: D

Intersection Capacity Utilization 76.1% ICU Level of Service D

Analysis Period (min) 15

Splits and Phases:     4: NB SR14 & SB SR14

NB SB

SB NB
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